
PROLITE B2483HS-B3

 

 

HAS + PIVOT
With a height adjustable stand you will create an ergonomic
work posture and position that meets all health and safety
requirements. This will not only prevent any health issues but
will also increase your productivity. The pivot function allows
the screen to rotate from landscape to portrait orientation. This
functionality can be useful if the application requires more
height than width.

 

FLICKER FREE + BLUE LIGHT
The ultimate solution for the comfort and health of your eyes.
Flicker free monitors with blue light reducer function.
Absolutely no flickering. And the amount of blue light emitted
by the screen and responsible for your eyes feeling fatigued
substantially reduced.

1. CARACTERÍSTICAS DE LA PANTALLA

Full HD LED monitor with 1 ms response time, perfect choice for home and office

The ProLite B2483HS-B3 is an excellent 24” Full HD LED-backlit monitor with 1920 x 1080p resolution. It features a 1ms response

time and a 12 000 000 : 1 Advanced Contrast Ratio, assuring clear and vibrant picture quality and high contrast. Triple Input

support ensures compatibility with the latest installed graphics cards and embedded Notebook outputs. The ergonomic stand

offers 13 cm height adjustment with pivot and swivel, making this screen suitable for a wide range of applications and

environments where workplace flexibility and ergonomics are key factors. The monitor is TCO6 and Energy Star Certified. A

perfect solution for education, local government, business and finance markets.



DIAGONAL 24"; 61cm

RELACIÓN DE ASPECTO. 16 : 9

PANEL TN LED, acabado mate

RESOLUCION NATIVA Full HD 1080p, 1920 x 1080 @75Hz (HDMI&DisplayPort) (2.1 megapixel)

BRILLO 250 cd/m² típico

CONTRASTE ESTÁTICO 1000 : 1 typical

CONTRASTE AVANZADO 80 000 000 : 1 ACR

TIEMPO DE RESPUESTA 1ms

VIEWING ZONE horizontal/vertical: 170°/ 160°; right/left: 85°/ 85°; up/down: 80°/ 80°

COLOR DE LA PANTALLA 16.7 million

REDUCTOR DE LUZ AZUL sí

FLICKER FREE LED sí

ÁREA DE VISUALIZACIÓN H X W 298.9 x 531.4 mm; 11.8" x 20.9"

VIEWING ZONE CR>5 horizontal/vertical: 178°/ 170°; right/left: 89°/ 89°; up/down: 85/ 85°

PIXEL PITCH H X V 0.276 x 0.276 mm

SINCRONIZACIÓN HORIZONTAL 30 - 80kHz

VERTICAL SYNC 55 - 75Hz

SINCRONIZACIÓN Separate Sync

2. INTERFACES / CONECTORES / CONTROLADORES

CONECTOR DE ENTRADA ANALÓGICA VGA

CONECTOR DE ENTRADA DIGITAL DisplayPort, HDMI

HDCP yes

CONECTOR DE AURICULARES yes

CONECTOR DE SALIDA conector de auriculares

3. CARACTERISTICAS

APPLE - MAC todos los monitores iiyama son compatibles con equipos Apple-Macintosh

PLUG & PLAY VESA DDC2B™

CONTROLES

mediante OSD en 11 idiomas (EN, DE, FR, ES, IT, PL, CZ, NL, Chino, RU, JP) y 6 controles frontales

(Alimentación, Menú/Seleccionar, Desplazarse hacia arriba/Volumen Desplazarse hacia abajo/Modo

Eco, Salir, Entrar)

LOS CONTROLES DE USUARIO

ajuste de imagen (contraste, brillo, OverDrive, ACR, ECO, Reductor de luz azul), selección de entrada,

ajuste de audio (volumen, silencio, audio digital), ajuste de color, ajuste de imagen manual (ajuste

automático, Posición H., Posición V., reloj, fase, definición, ajuste de modo de vídeo) idioma, menú de

configuración (posición de OSD, tiempo de OSD agotado, logotipo de apertura, apagado automático),

informazioni sul display, mostrar información, reiniciar

ALTAVOCES 2 x 1 W (Stereo)

DISPOSITIVO ANTI-ROBO preparado para Kensington-lock™



REGULACIONES TCO, CE, TUV-GS, VCCI-B, PSE, CU

SOPORTE DE ALTURA REGULABLE Sí

AJUSTE DE ALTURA 130mm

ROTACIÓN (FUNCIÓN DE PIVOTE) 90°

SWIVEL STAND 90°; 45° left; 45° right

ÁNGULO DE INCLINACIÓN 22° up; 5° down

VESA MOUNTING 100 x 100 mm

COLOR Negro

4. ACCESORIOS

ACCESORIOS INCLUIDOS cable de alimentación, cable HDMI, pie, guía de inicio rápido, guía de seguridad

5. GESTIÓN DE ENERGÍA

FUENTE DE ALIMENTACIÓN AC 100 - 240 V, 50 / 60 Hz

UNIDAD DE FUENTE DE ALIMENTACIÓN interno

CONSUMO DE ENERGÍA 24 W typical; max. 0.5 W in Power management mode

GESTIÓN DE ENERGÍA VESA DPMS, ENERGY STAR®

6. ETIQUETA DE EFICIENCIA ENERGÉTICA DE LA UE

CLASE DE EFICIENCIA ENERGÉTICA A

CONSUMO DE ENERGÍA EN MODO ENCENDIDO 24.9W

CONSUMO ANUAL DE ENERGÍA 36 kWh/annum*

LA PANTALLA EN DIAGONAL VISIBLE 61 cm; 24"; ( 24'' segment )

This is information under Regulation (EU) No 1062/2010.
*Based on the power consumption of the television operating 4 hours per day for 365 days. The actual energy consumption will depend on how the television is
used.

7. EPEAT SILVER

EPEAT

EPEAT is a comprehensive environmental rating that helps identify greener computers and other

electronic equipment. The Silver certification means the monitor meets all required criteria plus at least

50% of the optional requirements. EPEAT Silver is valid in countries where iiyama registers the product.

Please visit www.epeat.net for the registration status in your country.

8. DIMENSIONES / PESO

DIMENSIONES W X H X D 565.5 x 386.5 (516.5) x 230 mm

PESO 5.1 kg



All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with ISO-9241-307:2008 in
connection with pixel defects.

© IIYAMA CORPORATION (����). ALL RIGHTS RESERVED.
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